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Technical data Attica Plus drain
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 ¢ Attica Plus drain  
with stainless steel  
sewer system 

Attica Plus drain made of PUR
heat insulated, CFC-free, with foam filled connection collar (made of bitumen, 
PVC or special foil)*, please indicate when ordering!). This drain achieves 
a high drainage capacity (5 l/s at 35 mm accumulation level) with a con-
struction height of only 84 mm!

Attica Plus drain with leaf trap grate made of stainless steel and cistern in a 
insulated roof.
To prevent frost damage,we  recommend using our trace heating systems 
(see page  69).

Installation example attica Plus drain

Dimension | Art. No.

Attica Plus drain made of PUR 
(black)
 3435

Attica leaf grate made of stain-
less steel
Type I 3494.P
Type II  3494.P2
(when using the flat sewer system)

Vapor barrier connection cuff
 2496.M

Cover plate made of stainless 
steel
suitable for attica Plus drain
 2461

Art. No Drain capacities attica Plus drain and stainless steel flat sewer system

3435 5,0 l/s (35 mm accumulation level, free outlet) 
The drainage capacity is not reduced by using the leaf trap grate!

2,0 l/s  (35 mm accumulation level, with inserted flat sewer system, free outlet)

The drainage capacity of the the flat sewer system corresponds with the drainage capacity of 
the drain pipe used at the particular level of the pipe.

Typ I Typ II

Technical data vapor barrier connection cuff

Technical data cover plate made of stainless steel
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495 32

80

279
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378

18586



Attica Plus drain made of PUR and  
stainless steel sewer system
Especially high quality and durable stainless steel flat sewer 
system for the collection and targeted direction of rainwater 
over e.g. terraces, balconies or flat roofs with especially low 
construction heights. Simply lay it between the damp proof 
layer and the surface layer.
The water is then guided over the edge of the building without 
straining the surface.
In the case of closed sided attica, the flat sewer can be guid-
ed through the attica Plus drain to the outside.
The flat attica plus drain has a particularly high drainage 
capacity and not only serves the flat sewer, but also the water 
from the sealing layer.

connector

main body

Attica Plus drain

main body

angled connector main body connection support

Cascade and staggered storey drainage
Stainless steel flat sewer for the drainage of rainwater of a higher roof sur-
face below the terrace covering through the attica to the outside.  
Here, combined with the attica plus drain and the corresponding inlet shaft 
for the simultaneous drainage of the terrace surface.  
To prevent frost damage,we  recommend using our trace heating systems 
(see page  69).
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 ¢ Attica Plus drain  
with  stainless steel sewer system 
cascade and staggered storey drainage



Technical data stainless steel flat sewer system

1. Flat sewer connection supports

2. Flat sewer main body

3. Flat sewer connector

5. Flat sewer drain supports
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connector

main body

Attica Plus drain

main body

angled connector main body connection support
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 ¢ Attica Plus drain  
with  stainless steel flat sewer 
system Dimension | Art. No.

stainless steel flat sewer 
system
1. Connection supports
 2670

2. Main body 
 2672
length 950 mm 
height 40 mm

3. Connector
 2674

4. Angled connector 45°
 2676

5. Drain supports
 2678

The flat sewer system consists of a maxi-
mum of 5 different components:

1. flat sewer connection supports 
2. flat sewer main body
3. flat sewer connector
4. flat sewer angled connector 45°
5. flat sewer drain supports
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4. Flat sewer angled connector 45°


