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  Pre-fabricated elements for floor-level showers  

 made of high grade, CFC-free and extra stable  

Polyurethane integral rigid foam (PUR)  
can be tiled directly

Yellow lacquered or galvanized tubular steel frame 

with adjustable feet and bracket for a Grumbach 
shower floor drain 

 

Support frame 90x90 cm (10 adjustable feet) 

Art.-No. 1814.90                                                405,– € 
 

Support frame 120x120 cm (18 adjustable feet) 

Art.-No. 1814.120                                              545,– € 
 

Support frame special size up to 90 x 90 cm  

(max. 10 adjustable feet) 
Art.-No. 1814.90.SON                                         425,– € 

 

Support frame special size up to 120 x 120 cm  

(max. 18 adjustable feet) 
Art.-No. 1814.120.SON                                       565,– € 

 

Support frame special size up to 120 x 200 cm  

(max. 24 adjustable feet) 
Art.-No. 1814.200.SON                                       695,– € 

 
When ordering, please mention the article number of the shower 
floor element used. 
 

suitable for all Grumbach shower floor elements 

very flat construction for the optimal and simple mounting of shower 

floor elements 
simple mounting and plumbing of the Grumbach shower floor drain under 

the shower floor element 
suitable for vertical and horizontal drains 

a lot of room for the plumbing of the drainpipes 

with stable height-adjustable feet M12 for simple positioning and for fas-

tening to the floor 
de-coupled from structure-borne sound due to rubber on the adjustable 

feet 
including mounting adhesive for sticking to the corresponding shower 

floor element

Bracket for the shower floor drain

Support frame for shower floor elements 90 x 90 cm, galvanized,  
with 10 adjustable feet, view from above

Support frame for shower floor elements 90 x 90 cm, yellow lacquered,  
with 10 adjustable feet, bottom view

Adjustable feet for simple position-
ing and fastening: with layer of rub-
ber for the de-coupling of 
structure-borne noise. The number 
of adjustable feet depends on the 
frame size. 

Support frame for shower floor elements 
made of lacquered or galvanized tubular steel

Scan the code and watch the assembly 
video for Grumbach shower floor elements!
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Shower floor element made of PUR 
with channel drainage  

and hight-adjustable side panel

Shower floor element made of PUR 120 x 120 cm  

complete with channel drainage and height-
adjustable side panel, without drain 

Art.-No. 1821                                                     725,– € 

Absolutely waterproof and protection against flooding based on the 

tub-like construction! 
made of high grade, CFC-free and extra stable Polyurethane integral rigid 

foam (PUR) 
heat and condensation insulated, 100% waterproof 

can be tiled directly 

drain channel with complete surrounding, height-adjustable side 

panel made of stainless steel. For covering height from approx. 
6–18 mm. 
with stainless steel drain cover with drain groove (closed from above or can 

be tiled when turned) 
horizontal or vertical drain, can be ordered separately, see page 46 

with expanded, absolutely waterproof sealing foil with overlap, therefore 

reliable sealing of all of the connections (Floor/Floor, Floor/Wall) 
 
 

Extra cost for stainless steel cover grate “Design” 

Art.-No. 1821.DD                                                330,– € 

 

 

Extra cost for cutting of the shower floor element 

Art.-No. 1821.Zu                                                 230,– € 

suitable for Art.-No. 1821 
See order form regarding special configurations, page 58.

Installation example:  
Shower floor element (Art.-No. 1821)  
with cover grate »Design« (Art.-No. 1821.DD)

Technical data

Dimensions 1200 x 1200 x 60 mm

Sealing strap overlap 50 mm

Installation height vertical drain 
Installation height horizontal drain

60 mm 
105 mm

Drain connection DN 50 vertical/DN 40 horizontal

Drain capacity 0,7 l/s (DN 50) / 0,7 l/s (DN 40)

Slope ca. 1,3° / ≈2%

Tile height 6–18 mm

Water sealing height 40 mm

The Innovation! 
By using flexible EPDM, it is pos-
sible to remove and clean parts 
such as the water seal container 
and immersion pipe through the 
smaller opening in the narrow 
drain channel!
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For more installation 
 examples, see pages 38–41!
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Shower floor elements made of PUR 
Accessories

Design grate “8 x 8” made of stainless steel 

Art.-No. 1843.8x8 (extra charge)                           120,– € 

as accessory for the bathroom drains made of PUR

Design grate “2 x 2”made of stainless steel 

Art.-No. 1843.2x2 (extra charge)                           120,– € 

as accessory for the bathroom drains made of PUR

Bathroom drain made of PUR 

vertical DN 50 
Art.-No. 1880                                                       85,– € 

large water sealing volume due to large sealing water container  

made of EPDM 
with stainless steel grate 140 x140 mm. Designer grate available at extra 

cost, see page 47) 
with new odour trap made of hygienic EPDM 

all individual parts of the odour trap can be easily removed and cleaned

Bathroom drain made of PUR 

horizontal DN 40 
Art.-No. 1881                                                       95,– € 

large water sealing volume due to large sealing water container  

made of EPDM 
with stainless steel grate 140 x140 mm. Designer grate available at extra 

cost, see page 47) 
with new odour trap made of hygienic EPDM 

all individual parts of the odour trap can be easily removed and cleaned
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