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 ¢ Reach-through element 
Keeping an eye on the insulation

Technical data reach-through element / filling/insulation element

Installation example reach-through element
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Fig. above:  
Reach-through element 
DN 125 with attached 
rain cap, e.g. for drying 
the thermal insulation

Fig. below:  
Reach-through element 
DN 125 with matching insula-
tion element made of EPS

Reach-through element made of PUR
This allows you to keep access to your insulation.

 § Easily accessible revision opening for checking insulation – now with 
larger diameter!
 § Made of high-quality, CFC-free PUR integral hard foam
 § With firmly cast-on connection sleeve, available to fit all common roofing 
membranes (please specify roofing membrane type when ordering).
 § With removable rubber cap and clamp
 § Long design for bridging e.g. green roof structures
 § Can be shortened as required
 § Ideal for checking the thermal insulation
 § Suitable filling-/insulation element made of EPS available

Dimension | Artikel-Nr.

Reach-through element  
made of PUR (black)
DN 125 5150

Filling/Insulation element made 
of EPS
suitable for the reach-through 
element DN 125
 5150.FD

Rain cap DN 125

DN 125 5149.SK

Reach-through element DN 125 with rubber cap and clamp

Matching element made of EPS 
for filling revision openings in the 
insulation

Rain cap DN 125




